**GENERAL INFORMATION**

<table>
<thead>
<tr>
<th>MAXIMUM CAPACITY</th>
<th>PASSENGER</th>
<th>CREW</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Up to 70</td>
<td>5</td>
</tr>
</tbody>
</table>

**MAXIMUM FUEL CAPACITY**

- 19450 lb (8822 kg)
- 2903 US gal (10989 L)

**EMERGENCY EXIT LOCATIONS AND ELEVATIONS**

- **SERVICE DOOR (RH)**
  - Type 1 Emergency Exit
  - Height: 5 ft. 9 in. (1.73 m)
  - Distance: 14 ft. 7 in. (4.44 m)

- **CARGO DOOR (PLUG TYPE)**
  - Height: 7 ft. 10 in. (2.38 m)
  - Distance: 10 ft. 1 in. (3.08 m)

- **PASSENGER DOOR (LH)**
  - Type 1 Emergency Exit
  - Height: 7 ft. 10 in. (2.38 m)
  - Distance: 10 ft. 1 in. (3.08 m)

- **CABIN MAY BE PRESSURIZED**

**WARNING**

- **USE METAL CUTTING EQUIPMENT IN THIS AREA ONLY IF NONE OF THE DOORS CAN BE OPENED**

**CUT HERE IN EMERGENCY**

- **SERVICE DOOR (RH)**
  - Type 1 Emergency Exit
  - Height: 5 ft. 9 in. (1.73 m)
  - Distance: 14 ft. 7 in. (4.44 m)

- **CARGO DOOR (PLUG TYPE)**
  - Height: 7 ft. 10 in. (2.38 m)
  - Distance: 10 ft. 1 in. (3.08 m)

**WARNING**

- **CABIN MAY BE PRESSURIZED**

**SERVICE DOOR**

1. Press area marked push.
2. Turn handle to "open".
3. Pull door.

**CREW ESCAPE HATCH**

1. Press area marked push.
2. Turn handle to "open".
3. Push exit in.

**EMERGENCY RESCUE ACCESS**

1. With Allen key 5/32 turn each latch 90°.
2. Push panel into lavatory area.

**WARNING**

- **CUT HERE IN EMERGENCY**

**SERVICE DOOR (RH)**

1. Press area marked push.
2. Turn handle to "open".
3. Pull door.

**CREW ESCAPE HATCH**

1. Press area marked push.
2. Turn handle to "open".
3. Push exit in.

**CREW ACCESS PANEL**

- **DRIVE PIN LATCH**

**PASSenger DOOR (LH)**

1. Push flap in to grasp handle.
2. Lift handle fully.
3. Pull outwards.

**CABIN MAY BE PRESSURIZED**

**OVERWING EMERGENCY EXIT**

1. Push in flap.
2. Push exit inward.

**AFT CARGO COMPARTMENT DOOR**

1. Press release button-
   - handle will spring out.
2. Turn handle counterclockwise.
3. Push door inward and upward.

**CRJ 700**

**MODEL CL-600-2C10 (A/C 10001, 10003 - 10999)**

**Crash Crew Chart**

**EMERGENCY RESCUE ACCESS**

- **SERVICE DOOR (RH)**
  - Type 1 Emergency Exit
  - Height: 5 ft. 9 in. (1.73 m)
  - Distance: 14 ft. 7 in. (4.44 m)

- **CARGO DOOR (PLUG TYPE)**
  - Height: 7 ft. 10 in. (2.38 m)
  - Distance: 10 ft. 1 in. (3.08 m)

- **PASSENGER DOOR (LH)**
  - Type 1 Emergency Exit
  - Height: 7 ft. 10 in. (2.38 m)
  - Distance: 10 ft. 1 in. (3.08 m)

**WARNING**

- **CABIN MAY BE PRESSURIZED**

**SERVICE DOOR (RH)**

1. Press area marked push.
2. Turn handle to "open".
3. Pull door.

**CREW ESCAPE HATCH**

1. Press area marked push.
2. Turn handle to "open".
3. Push exit in.

**CREW ACCESS PANEL**

- **DRIVE PIN LATCH**

**PASSenger DOOR (LH)**

1. Push flap in to grasp handle.
2. Lift handle fully.
3. Pull outwards.

**CABIN MAY BE PRESSURIZED**

**OVERWING EMERGENCY EXIT**

1. Push in flap.
2. Push exit inward.

**AFT CARGO COMPARTMENT DOOR**

1. Press release button-
   - handle will spring out.
2. Turn handle counterclockwise.
3. Push door inward and upward.

**MAXIMUM THREAT**

**IDLE THRUST**

- **MAXIMUM THRUST**

**REVISION 01**

© Bombardier Inc.